
Correx ®

For Building and  

                   Refurbishment



    is the original fluted polypropylene protection board
Cordek introduced Correx®  to the 
construction industry 35 years ago. 
During that time it has replaced alternative protection materials 
like plywood or hardboard, and is now the industry standard in 
protection for projects large and small.

lightweight, durable,    

      quick and simple to cut,   
 crease and fit,  
            consistent quality,  
   reliable delivery 

Correx® 



    is the original fluted polypropylene protection board

Performance

•	 The first fluted board to be used by the 
construction industry

•	 Made to the highest quality and therefore can 
be re-used

•	 Recyclable

Safety

•	 The first flame retardant board approved by 
the Loss Prevention Certification Board

•	 Certificated to as much as 1500gsm

•	 Specially developed, high performance  
anti-static grade for the nuclear industry

Customer Service

•	 Introduced a cost effective personalised 
printing service

•	 Offer a wide range of sizes

-	 2.44m x 1.22m – all purpose protection

-	 2.0m x 1.00m – to protect doors

-	 1.5m wide x 2.44m to 3.0m long –  
for windows and cladding panels

•	 Next day delivery available

Correx® – Always the market leader

Standard Sizes and Grades
Correx comes in a range of weights and thicknesses, with a choice of sheet size, grade and colour.

Standard Sizes and Grades

Metric Colour/Grade

Sheet Size (m) Weight (gsm) Thickness (mm) Standard Flame  
Retardant

Anti-Static FR

2.44 x 1.22 270 2     

350 3     

700 4               

1050 5

2.00 x 1.00 270 2       

	                    Note: Performance depends on weight (gsm). 

Non-standard sizes, grades and colours are available on request.

  Black

  Translucent	

  White



Tough and versatile,     
  durable and  
       impact resistant,  
    non-toxic,  
 flame retardant

Correx®

for flexibility and innovation



Tough and versatile,     
  durable and  
       impact resistant,  
    non-toxic,  
 flame retardant

Flexibility and Innovation
Cordek pride themselves on their flexibility in meeting customer requirements and their innovative approach to 
market development.

Non standard colours, grades, sizes and weights are available on request.

The Flame Retardant (FR) range, produced in response to the demands of Insurance 
Companies and for improved site safety, extends from 270gsm to 1500gsm and holds Certificate 
No.  227a of the LPS 1207 Standard: Issue 2.

NEW High Performance Anti Static (HPAS) Correx board is available in 2.44m x 1.22m 
sheets, 4mm thick. It is produced using a higher level of anti static additive, giving a surface resistivity of <1011 /
m2, which provides much greater protection than standard anti-static products.

Accessories
Cordek stock and supply a wide range of high and low tack tapes. They have been specifically sourced for use 
with Correx to achieve the best result.

Vinyl tapes with corporate details can also be supplied – contact the  
Correx Sales Desk for further information 01403 799601.

Standard Grades of Tape

Colour
High 
Tack

Med. 
Tack

Low 
Tack

FR 
Grade

Width
Roll 

Length

Blue 3 3 50mm 33m Medium tack

Blue 3 3 75mm 33m Medium tack

Black 3 3 50mm 33m Ideal for use on fine finishes

Silver (Gaffer) 3 50mm 50m General purpose, fabric based and waterproof

Yellow 3 50mm 33m Aggressive adhesive, resists shuttering oils

Grey 3 50mm 33m General purpose PVC tape

Note:
When tape is likely to come in contact with an exposed finish, site trials should be conducted first.

for flexibility and innovation



Correx®

and the environment

Re-cycling service    
            Heavy duty,  
                economic re-use     
      Made in UK

Major projects where Correx® has been used:



and the environment
The Environment
Cordek is committed to minimising the environmental impact of its activities, both in the manufacture of Correx 
and its use.

Correx is re-cyclable and some grades incorporate a high percentage of re-cycled material.

Correx® in Action
Performance
Correx is resistant to compression. Crush resistance varies between 343 and 1317kN/m2 depending on the 
weight (grammage) of the board. Selection of the correct grade will depend on the type and volume of traffic 
and the period of use.

Quality
Correx is manufactured to the ISO 9000 standard, by a production process that ensures consistently high  
quality throughout each board.

Application
A variety of applications are shown throughout this brochure.

Major projects where Correx® has been used:



Cordek Ltd  Spring Copse Business Park, Slinfold, West Sussex, RH13 0SZ
Telephone 01403-799601  Fax 01403-791718  E-mail sales@cordek.com

Access Cordek’s website 

www.cordek.com
and obtain details of our full range of innovative products for the construction industry

May 2008




